ELECTRICAL SYMBOLS

NOTE: ALL SYMBOLS MAY NOT BE USED
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POLE MOPUNTED LIGHT FIXTURE
FIXTURE SYMBOL

JUNCTION BOX
DUPLEX RECEPTACLE OUTLET

BRANCH CIRCUIT CONCEALED.
BRANCH CIRCUIT HOMERUN TO PANEL

CROSS LINES INDICATE NUMBER OF CONDUCTORS
IF MORE THAN TWO

GENERAL NOTES:
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ALL MATERIALS TO BE REMOVED AND RETURNED TO THE OWNER. MATERIALS WHICH THE OWNER
DECIDES NOT TO KEEP SHALL BE SALVAGED AND REMOVED FROM THE SITE BY THE CONTRACTOR.

ALL CONCEALED CONDUIT THAT CANNOT BE REMOVED SHALL BE CUT FLUSH WITH THE FINISH
SURFACES AND CAPPED OFF AFTER THE WIRING HAS BEEN DISCONNECTED AT TIHE PANEL AND
REMOVED FROM THE CONDUIT.

IN AREAS WHERE CIRCUIT CONTINUITY IS INTERRUPTED, BUT MUST BE MAINTAINEED TO THE DEVICES
WHICH ARE TO REMAIN, MAKE ALL THE NECESSARY MODIFICATIONS TO THE CIRCUITS IN ORDER TO
MAINTAIN THE CIRCUIT INTEGRITY.

THE CONTRACTOR SHALL PATCH THE WALLS AND CEILINGS WHERE THE DEVICES ARE REMOVED TO
MATCH THE EXISTING WALLS AND CEILINGS. COORDINATE WITH GENERAL CONTRIACTOR.

THE COLOR OF ALL THE NEW DEWVICES AND COVERPLATES SHALL MATCH THE COLOR OF THE EXISTING
DEVICES AND COVERPLATES.

REFER TO THE ARCHITECTURAL REFLECTED CEILING PLANS FOR THE EXACT LOCATION OF ALL LIGHTING
FIXTURES.

THE COLOR OF THE LIGHT FIXTURES SHALL BE SELECTED BY THE ARCHITECT.

PRIOR TO SUBMITTING A BID THE ELECTRICAL CONTRACTOR SHALL INSPECT THE SITE AND INCLUDE IN
HIS BID PACKAGE ALL CHARGES DUE TO EXISTING CONDITIONS. SHOP DRAWINGS ARE REQUIRED. ALL
LABOR, MATERIAL AND WORKMANSHIP SHALL BE GUARANTEED FOR A PERIOD OF 1 YEAR FROM THE
DATE OF ACCEPTANCE BY THE TENANT. REPLACE OR REPAIR ALL DEFECTS DUMRING THE GUARANTEED
PERIOD.

THE CONTRACTOR SHALL INFORM THE ARCHITECT/ENGINEER IN WRITING OF ANY DISCREPANCIES FOUND
BETWEEN THE INTENDED FUNCTION OF EQUIPMENT AND EQUIPMENT SPECIFIED IN THE CONTRACT
DOCUMENTS A MINIMUM OF FIVE (5) WORKING DAYS PRIOR TO ISSUANCE OF THE FINAL BID. FAILURE
TO REPORT ANY DISCREPANCY (CATALOG NUMBERS, DISCONTINUED ITEMS, ETC.) DOES NOT RELIEVE
THE CONTRACTOR FROM PROVIDING EQUIPMENT WHICH SHALL CONFORM TO AND FULFILL THE INTENT
OF THE CONTRACT DOCUMENTS. NOR SHALL IT BE USED AS A CONDITION TO OBTAIN ADDITIONAL
FUNDS FROM THE OWNER AFTER THE CONTRACT IS AWARDED. THE CONTRACTOIR SHALL REQUEST ALL
CLARIFICATIONS OF CONTRACT DOCUMENT REQUIREMENTS IN WRITING TO THE ARICHITECT/ENGINEER A
MINIMUM OF FIVE (5) WORKING DAYS PRIOR TO ISSUANCE OF THE FINAL ADDENDUM.

MINIMUM SIZE OF CONDUIT TO BE 1/2". ALUMINUM CONDUITS SHALL NOT BE UISED.
USE RIGID STEEL SET SCREW TYPE FITTINGS ONLY. DIE CAST FITTINGS SHALL NOT BE USED.

RUN A NEUTRAL CONDUCTOR FOR EACH PHASE CONDUCTOR (EACH CIRCUIT) IN A CONDUIT. NOT
MORE THAN THREE (3) CIRCUITS IN A CONDUIT. THREE (3) PHASE CONDUCTOR'S, THREE (3) NEUTRAL
CONDUCTORS (ONE FOR EACH PHASE) AND ONE (1) GROUND CONDUCTOR FOR /A TOTAL OF SEVEN (7)
CONDUCTORS.

THE MINIMUM SIZE OF THE CONDUCTORS ARE TO BE #12 AWG THHN COPPER, UINLESS INDICATED
OTHERWISE ON THE DRAWINGS.

AT THE END OF THE JOB, PROVIDE BLANK COVER PLATES TO MATCH THE OTHEIR COVER PLATES FOR
ALL J-BOXES WHERE DEVICES HAVE NOT YET BEEN INSTALLED.

ALL ELECTRICAL WIRING MUST BE IN CONDUIT (ROMEX AND MC CABLE NOT PERMITTED).

PROVIDE TYPED LABEL FOR ALL DUPLEX OUTLETS AND LIGHT SWITCHES TO INDICATE WHICH CIRCUIT
THEY ARE TIED TO.

USE EPOXY ANCHORS TO SUPPORT THE ELECTRICAL EQUIPMENT. EXPANSION AINCHOR BOLTS ARE NOT
ACCEPTED.

PROVIDE UPDATED, TYPED WRITTEN, PANEL SCHEDULES FOR NEW AND EXISTING PANELBOARDS SHOWING
CIRCUIT CHANGES MADE DURING THIS PROJECT.

ALL NEW WORK MUST MEET THE CURRENT ADOPTED NATIONAL ELECTRICAL CODE.
ALL MATERIALS USED IN THIS INSTALLATION SHALL BE U.L. APPROVED AND NEW.

TEMPORARY ELECTRICAL SERVICE IS TO BE PROVIDED BY THE ELECTRICAL CONTIRACTOR AND REMOVED
BY THE ELECTRICAL CONTRACTOR.

DETAILS ARE SHOWN ON DIFFERENT SHEETS. THE CONTRACTOR SHALL REFER TO THOSE DETAILS
WHETHER OR NOT CALLED IN REFERENCE NOTES.

CONTRACT DOCUMENTS SHALL TAKE PRECEDENCE OVER SHOP DRAWINGS UNLES'S SPECIFICALLY NOTED
OTHERWSE.

Architect / Engineer:

, P.C.

45 EAST 300 NORTH, PROVO, UTAH 84606
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LIGHTING FIXTURE SCHEDULE
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