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SECTION 07 9213

ELASTOMERIC JOINT SEALANTS

PART 1 - GENERAL

1.1 SUMMARY

A. Includes But Not Limited To:
1. Furnish and install sealants not specified to be furnished and installed under other Sections.
2. Quality of sealants to be used on Project not specified elsewhere, including submittal, material,
and installation requirements.

B. Related Requirements:
1.  Removing existing sealants specified in Sections where work required.
2. Furnishing and installing of sealants is specified in Sections specifying work to receive new
sealants.

1.2 REFERENCES

A. Definitions:
1. Sealant Types and Classifications:
a. ASTM Specifications:

1) Type:
a) Type S: Single-component sealant.
b) Type M: Multi-component sealant.

2) Grade:
a) Grade P: Pourable or self-leveling sealant used for horizontal traffic joints.
b) Grade NS: Non-sag or gunnable sealant used for vertical and non-traffic joints.

3) Classes: Represent movement capability in percent of joint width.

a) Class 100/50: Sealant that, when tested for adhesion or cohesion under cyclic
movement shall withstand of at least 100 percent increase and decrease of at least
50 percent of joint width as measured at time of application.

b) Class 50: Sealant that, when tested for adhesion or cohesion under cyclic
movement shall withstand increase and decrease of at least 50 percent of joint
width as measured at time of application.

c) Class 25: Sealant that, when tested for adhesion or cohesion under cyclic
movement shall withstand increase and decrease of at least 25 percent of joint
width as measured at time of application.

d) Class 12: Sealant that, when tested for adhesion and cohesion under cyclic
movement shall withstand increase and decrease of at least 12 percent of joint
width as measured at time of application.

4) Use:

a) T (Traffic): Sealant designed for use in joints in pedestrian and vehicular traffic
areas such as walkways, plazas, decks and parking garages.

b) NT (Non-Traffic): Sealant designed for use in joints in non-traffic areas.

c) | (Immersion): Sealant that meets bond requirements when tested by immersion
(Immersion rated sealant applications require primer).

d) M (Mortar): Sealant that meets bond requirements when tested on mortar

specimens.

e) G (Glass): Sealant that meets bond requirements when tested on glass
specimens.

f) A (Aluminum): Sealant that meets bond requirements when tested on aluminum
specimens.

g) O (Other): Sealant that meets bond requirements when tested on substrates
other than standard substrates, being glass, aluminum, mortar.
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2. Silicone: Any member of family of polymeric products whose molecular backbone is made up of
alternating silicon and oxygen atoms and which has pendant hydrocarbon groups attached to
silicon atoms. Used primarily as a sealant. Offers excellent resistance to water and large
variations in temperature (minus 100 deg F to + 600 deg F) (minus 73.3 deg C to + 316 deg C).

B. Reference Standards:
1. ASTM International:

a. ASTM C920-14a, ‘Standard Specification for Elastomeric Joint Sealants’.

b. ASTM C1193-16, ‘Standard Guide for Use of Joint Sealants’.

c. ASTM C1330-18, ‘Standard Specification for Cylindrical Sealant Backing for Use with Cold
Liquid Applied Sealants’.

d. ASTM C1481-12(2017) 'Standard Guide for Use of Joint Sealants with Exterior Insulation &
Finish Systems (EIFS)'.

e. ASTM D5893/D5893M-16, ‘Standard Specification for Cold Applied, Single Component,
Chemically Curing Silicone Joint Sealant for Portland Cement Concrete Pavements’.

1.3 ADMINISTRATIVE REQUIREMENTS

A. Scheduling:
1. Schedule work so waterproofing, water repellents and preservative finishes are installed after
sealants, unless sealant manufacturer approves otherwise in writing.
2. Ensure sealants are cured before covering with other materials.

1.4 SUBMITTALS

A. Action Submittals:
1. Product Data:
a. Manufacturer's specifications and other data needed to prove compliance with the specified
requirements.
b. Manufacturer's literature for each Product.
c. Schedule showing joints requiring sealants. Show also backing and primer to be used.

B. Informational Submittals:
1. Certificates:
a. Manufacturer's Certificate:
1) Certify products are suitable for intended use and products meet or exceed specified
requirements.
2) Certificate from Manufacturer indicating date of manufacture.
2. Manufacturers’ Instructions:
a. Manufacturer's installation recommendations for each Product.
b. Manufacturer's installation fcr completing sealant intersections when different materials are
joined.
c. Manufacturer's installation for removing existing sealants and preparing joints for new
sealant.

1.5 QUALITY ASSURANCE

A. Qualifications:
1. Manufacturer: Company specializing in manufacturing products specified in this section with
minimum ten (10) years documented experience.
2. Applicator Qualifications:
a. Company specializing in performing work of this section.
b. Provide if requested, reference of projects with minimum three (3) years documented
experience, minimum three (3) successfully completed projects of similar scope and
complexity, and approved by manufacturer.

Elastomeric Joint Sealants -2- 07 9213



5050715 March 2022 Spanish Fork 3 Parking Lot Expansion

c. Designate one (1) individual as project foreman who shall be on site at all times during
installation.

B. Preconstruction Testing:
1. Pre-construction testing is not required when sealant manufacturer can furnish data acceptable to
Architect based on previous testing for materials matching those of the Work.

C. Mockups:
1. Provide mockups including sealant and joint accessories to illustrate installation quality and color
if requested by Architect or Project Manager.
a. Incorporate accepted mockup as part of Work.

1.6 DELIVERY, STORAGE, AND HANDLING

A. Delivery and Acceptance Requirements:
1. Deliver and keep in original containers until ready for use.
2. Inspect for damage or deteriorated materials.

B. Storage and Handling Requirements:
1. Handle, store, and apply materials in compliance with applicable regulations and material safety
data sheets (MSDS).
2. Handle to prevent inclusion of foreign matter, damage by water, or breakage.
3. Store in a cool dry location, but never under 40 deg F (4 deg C) or subjected to sustained
temperatures exceeding 90 deg F (32 deg C) or as per Manufacturer's written recommendations.
4. Do not use sealants that have exceeded shelf life of product.

1.7 FIELD CONDITIONS

A. Ambient Conditions:
1. Do not install sealant during inclement weather or when such conditions are expected. Allow wet
surfaces to dry.
2. Follow Manufacturer's temperature recommendations for installing sealants.

1.8 WARRANTY

A. Manufacturer Warranty:

1. Signed warranties against adhesive and cohesive failure of sealant and against infiltration of
water and air through sealed joint for period of three (3) years from date of Substantial
Completion.

a. Manufacturer's standard warranty covering sealant materials. -
b. Applicator's standard warranty covering workmanship.

PART 2 - PRODUCTS

21 SYSTEMS

A. Manufacturers:
1. Manufacturer Contact List:
Dow Corning Corp., Midland, Ml www.dowcorning.com.
Franklin International, Inc. Columbus, OH www.titebond.com.
GE Sealants & Adhesives (see Momentive Performance Materials Inc.).
Laticrete International Inc., Bethany, CT www.laticrete.com.
Momentive Performance Materials Inc. (formally GE Sealants & Adhesives), Huntersville,
NC www.ge.com/silicones.

Papow
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Sherwin-Williams, Cleveland, OH www.sherwin-williams.com.

Sika Corporation, Lyndhurst, NJ. www.sikaconstruction.com or Sika Canada Inc, Pointe
Claire, QC www.sika.ca.

Tremco, Beachwood, OH www.tremcosealants.com or Tremco Ltd, Toronto, ON (800) 363-
3213.

1. Design Criteria:

a.

®oooT

bl

Compliance: Meet or exceed requirements of these standards:

1) ASTM C920: Elastomeric joint sealant performance standard.

2) ASTM D5893/D5893M: Silicone Joint Sealant for Concrete Pavements.

Comply with Manufacturer’'s ambient condition requirements.

Sealants must meet Manufacturer's shelf-life requirements.

Sealants must adhere to and be compatible with specified substrates.

Sealants shall be stable when exposed to UV, joint movements, and environment prevailing
at project location.

Primers (Concrete, stone, masonry, and other nonporous surfaces typically do not require a
primer. Aluminum and other nonporous surfaces except glass require use of a primer.
Installer Option to use Adhesion Test to determine if primer is required or use primer called
out in related sections):

1) Adhesion Test:

a) Apply silicone sealant to small area and perform adhesion test to determine if
primer is required to achieve adequate adhesion. If necessary, apply primer at
rate and in accordance with Manufacturer’s instructions. See ‘Field Quality
Control’ in Part 3 of this specification for Adhesive Test.

2) If Primer required, shall not stain and shall be compatible with substrates.
3) Allow primer to dry before applying sealant.

2. Sealants At Expansion Joints in Exterior Concrete (Aprons, Entryway Slabs, Mowstrips, Retaining
Walls, Sidewalks):

a.

Expansion Joints:
1) Design Criteria:
a) Meet following standards for Sealant:
(1) ASTM C920: Type S, Grade NS, Class 100/50 Use T, NT, M, G, A, and O.
2) Sealant required at expansion for following areas:
a) Between entryway slabs and building foundations.
b) Between sidewalks and building foundations.
c) Miscellaneous vertical applications.
3) Sealant NOT required at expansion joints for following areas:
a) Within aprons and where aprons abut building foundations and sidewalks.
b) Within mowstrips and where mowstrips abut building foundations and sidewalks.
c) Within sidewalks.
4) Category Four Approved Products. See Section 01 6200 for definitions of Categories:
a) Dow Corning:
(1) Primer: 1200 Prime Coat.
(2) Sealant: 790 Silicone Building Sealant.
b) Sika:
(1) Primer: Sikasil Primer-2100.
(2) Sealant: Sikasil-728 NS Non-Sag Silicone Sealant.
Penetrations thru Concrete Walls:
1) Design Criteria:
a) Meet following standards for Sealant:
(1) ASTM C920: Type S, Grade NS, Class 100/50 Use T, NT, M, G, A, and O.
2) Category Four Approved Products. See Section 01 6200 for definitions of Categories:
a) Dow Corning:
(1) Primer: 1200 Prime Coat.
(2) Sealant: 790 Silicone Building Sealant.
b) Sika:
(1) Primer: Sikasil Primer-2100.
(2) Sealant: Sikasil-728 NS Non-Sag Silicone Sealant.
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3. Sealants At Control Joints in Exterior Concrete (Aprons, Entryway Slabs, Mowstrips, Retaining
Walls, Sidewalks):
a. Control Joints:
1) Design Criteria:
a) Meet following standards for Sealant:
(1) ASTM C920, Type S, Grade P, Class 100/50; Use T, M, G, A, O.
2) Sealant required at control joints in following areas:

a) Retaining walls.

b) Miscellaneous vertical applications.

3) Sealant is NOT required at control joints, unless needed to protect moisture sensitive
soils or by Contract Drawings, in following areas:

a) Within aprons.

b)  Within mowstrips.

c) Within sidewalks.

d) Within entryway slabs.

4) Category Four Approved Products. See Section 01 6200 for definitions of Categories:

a) Dow Corning:

(1) Primer: 1200 Prime Coat.
(2) Sealant: 890-SL Silicone Building Sealant.
b) Sika:
(1) Primer: Primer: Sikasil Primer-2100.
(2) Sealant: Sikasil-728 SL Self-leveling Silicone Sealant.
4. Sealants At Exterior Concrete Waterways — Flat Drainage Structures (Waterways:
a. Expansion Joints and Control Joints:
1) Description:

a) One component (part) self-leveling silicon material that cures to ultra-low modulus
silicone rubber upon exposure to atmospheric moisture.

b) Cured silicone rubber remains flexible over entire temperature range expected in
pavement applications.

2) Design Criteria:

a) Sealant is required at following areas:

(2) Within flat drainage structures and at joints between flat drainage structures
and other concrete elements.

b) Meet following standards for Sealant: Self-leveling: ASTM D-5893; ASTM C920,
Type S, Grade P, Class 100/50; Use T, M, G, A, O.

3) Category Four Approved Products. See Section 01 6200 for definitions of Categories:

a) Dow Corning:

(1) Primer: 1200 Prime Coat.
(2) Sealant: 890-SL Silicone Building Sealant.
b) Sika:
(1) Primer: Primer: Sikasil Primer-2100.
(2) Sealant: Sikasil-728 SL Self-leveling Silicone Sealant.
5. Sealants At Curbs And Gutters:
a. Expansion Joints and Control Joints:
1) Description:

a) Effective for sealing transverse contraction and expansion joints, longitudinal,
center line and shoulder joints in Portland cement concrete.

b) One component (part) non-sag silicone material that cures to low modulus, silicone
rubber upon exposure to atmospheric moisture. May be applied over wide
temperature range.

2) Design Criteria:

a) Expansion joint sealant is required in following areas:

(1) Within curbs and gutters at approved layout locations.

b) Meet following standards for Sealant: Non-sag: ASTM C920: Type S, Grade NS,
Class 100/50, Use T, NT.

3) Category Four Approved Products. See Section 01 6200 for definitions of Categories:

a) Dow Corning:

(1) Primer: 1200 Prime Coat.
(2) Sealant: 888 Silicone Joint Sealant.

b) Sika:
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(1) Primer: Primer: Sikasil Primer-2100.
(2) Sikasil-728 NS Non-Sag Silicone Sealant.

2.2 ACCESSORIES

A. Bond Breaker Tape:
1. Pressure sensitive tape as by Sealant Manufacturer to suit application.
2. Provide tape to prevent adhesion to joint fillers or joint surfaces at back of joint and allow sealant
movement.

B. Joint Backing:
1. Comply with ASTM C1330.
2. Flexible closed cell, non-gassing polyurethane or polyolefin rod or bond breaker tape as
recommended by Sealant Manufacturer for joints being sealed.
3. Oversized 25 to 50 percent larger than joint width.

C. Joint Cleaner:

1.  Non-corrosive and non-staining type as recommended by Sealant Manufacturer, compatible with
joint forming materials.

D. Masking Tape:
1. Non-staining, non-absorbent tape product compatible with joint sealants and adjacent joint
surfaces.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Verification Of Conditions:

1. Examine substrate surfaces and joint openings are ready to receive Work.
a. Verify each sealant is compatible for use with joint substrates.
b. Verify joint surfaces are clean and dry.
c. Ensure concrete surfaces are fully cured.

2. Sealants provided shall meet Manufacturer's shelf-life requirements.

3. Notify Architect of unsuitable conditions in writing.
a. Do not proceed until unsatisfactory conditions are corrected.

4. Commencement of Work by installer is considered acceptance of substrate.

3.2 PREPARATION

A. Surface Preparation:

1. Remove existing joint sealant materials where specified.

a. Clean joint surfaces of residual sealant and other contaminates capable of affecting sealant
bond to joint surface using manufacturer’'s recommended joint preparation methods.

b. Repair deteriorated or damaged substrates as recommended by Sealant Manufacturer to
provide suitable substrate. Allow patching materials to cure.

2. Surfaces shall be clean, dry, free of dust, oil, grease, dew, frost or incompatible sealers, paints or
coatings that may interfere with adhesion. Prepare substrates in accordance with Manufacturer’s
instructions:

a. Porous surfaces: Clean by mechanical methods to expose sound surface free of
contamination and laitance followed by blasting with oil-free compressed air.

b. Nonporous surfaces: Use two-cloth solvent wipe in accordance with ASTM C1193. Allow
solvent to evaporate prior to sealant application.

c. High-pressure water cleaning: Exercise care that water does not enter through failed joints.

d. Primers:
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1) Primers enhance adhesion ability.
2) Use of primers is not a substitution for poor joint preparation.
3) Primers should be used always in horizontal application where there is ponding water.

3. Field test joints in inconspicuous location.
a. Verify joint preparation and primer required to obtain optimum adhesion of sealants to joint
substrate.
b. When test indicates sealant adhesion failure, modify joint preparation primer, or both and
retest until joint passes sealant adhesion test.
4. Masking: Apply masking tape as required to protect adjacent surfaces and to ensure straight
bead line and facilitate cleaning.
Joints:
1. Prepare joints in accordance with ASTM C1193.

a. Clean joint surfaces of contaminates capable of affecting sealant bond to joint surface using
Manufacturer's recommended instructions for joint preparation methods.

b. Remove dirt, dust, oils, wax, paints, and contamination capable of affecting primer and
sealant bond.

c. Clean concrete joint surfaces to remove curing agents and form release agents.

C. Protection:

1.

Protect elements surrounding the Work of this section from damage or disfiguration.

3.3 APPLICATION

A.

General:

ouhwN=

Apply silicone sealant in accordance with Manufacturer’s instructions.
Do not use damaged or deteriorated materials.

Install primer and sealants in accordance with ASTM C1193 and Manufacturer’s instructions.
Apply primer where required for sealant adhesion.

Install sealants immediately after joint preparation.

Do not use silicone sealant as per the following:

Apply caulking/sealant at temperatures below 40 deg F (4 deg C).
Below-grade applications.

Brass and copper surfaces.

Materials bleeding oils, plasticizers, and solvents.

Structural glazing and adhesive.

Surfaces to be immersed in water for prolonged time.

~paooT®

Joint Backing:

1.
2.

3.

Install joint backing to maintain sealant joint ratios recommended by Manufacturer.

Install without gaps, twisting, stretching, or puncturing backing material. Use gage to ensure
uniform depth to achieve correct profile, coverage, and performance.

Rod for open joints shall be at least 1-1/2 times width of open joint and of thickness to give solid
backing. Backing shall fill up joint so depth of sealant bite is no more than 3/8 inch (9.5 mm)
deep.

C. Bond Breaker:

1. Install bond breaker where joint backing is not used or where backing is not feasible.

a. Apply bond-breaker tape in shallow joints as recommended by Sealant Manufacturer.
D. Sealant:

1. Apply sealant with hand-caulking gun with nozzle of proper size to fit joints. Use sufficient
pressure to insure full contact to both sides of joint to full depth of joint. Apply sealants in vertical
joints from bottom to top.

2. Fill joint opening to full and proper configuration.

3. Apply in continuous operation.
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Tool joints immediately after application of sealant if required to achieve full bedding to substrate
or to achieve smooth sealant surface. Tool joints in opposite direction from application direction,
i.e., in vertical joints, from the top down. Do not 'wet tool' sealants.

Depth of sealant bite shall be 1/4 inch (6 mm) minimum and 1/2 inch (12.7 mm) maximum, but
never more than one half or less than one fourth joint width.

E. Caulk gaps between painted or coated substrates and unfinished or pre-finished substrates. Caulk
gaps larger than 3/16 inch (5 mm) between painted or coated substrates.

TOLERANCES

A. Provide joint tolerances in accordance with Manufacturer’s printed instructions.

FIELD QUALITY CONTROL

A. Adhesion Test (Installer Option to use adhesion test to determine if primer is required).

1. Perform adhesion tests in accordance with Manufacturer’s instructions and ASTM C1193, Method

A, Field-Applied Sealant joint Hand-Pull Tab:

a. Perform five (5) tests for first 1,000 linear feet (300 meters) of applied silicone sealant and
one (1) test for each 1,000 linear feet (300 meters) seal thereafter or perform one (1) test per
floor per building elevation minimum.

b. For sealants applied between dissimilar materials, test both sides of joints.

2. Sealants failing adhesion test shall be removed, substrates cleaned, sealants re-installed, and re-
testing performed.
3. Maintain test log and submit report to Architect indicating tests, locations, dates, results, and
remedial actions.
CLEANING

A. Remove masking tape and excess sealant.

B. Clean adjacent materials, which have been soiled, immediately (before setting) as recommended by
Manufacturer.

C. Waste Management: Dispose of products in accordance with manufacturer's recommendation.

END OF SECTION
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